D?*Pak (TO-263CA) 7 Long Leads Package Outline International

TSGR Rectifier

Dimensions are shown in milimeters (inches)
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NOTES:
1. DIMENSIONING AND TOLERANCING PER ASME Y14.5M—1994
2. DIMENSIONS ARE SHOWN IN MILLIMETERS [INCHES].
AD\MENS\ON D & E DO NOT INCLUDE MOLD FLASH. MOLD FLASH SHALL NOT EXCEED
0.127 [.005"] PER SIDE. THESE DIMENSIONS ARE MEASURED AT THE OUTMOST
EXTREMES OF THE PLASTIC BODY.
‘A THERMAL PAD CONTOUR OPTIONAL WITHIN DIMENSION E, L1, D1 & E1.
@D\MENS\ON b1 AND c1 APPLY TO BASE METAL ONLY.
6. CONTROLLING DIMENSION: INCH.
7.— OUTUNE CONFORM TO JEDEC TO-263 CA
S
Y DIMENSIONS N
M 0
B | MILLIMETERS INCHES T
0 £
Ul MIN. | MAX MIN.  MAX. | S
A | 406 | 483 160 | 190 LEAD ASSICNMENTS
A | 203 | 302 || 080 | .119
b | 051 | 0.9 020 | .036 HEXFET
bl | 051 | 0.8 020 | 032 | 5 1~ GATE
c | 038 | 0.74 015 | .029 2.— SOURCE
cl | 0.38 0.58 015 023 5 3.— SOURCE
2| 114 | 165 || 045 | 065 4.— DRAIN
5.— SOURCE
D | 851 | 965 || .335 | 380 | 3 6 SOURCE
D1 | 6.86 - 270 - 4 7.— SOURCE
E | 965 | 1067 || .380 | 420 | 3,4
E1| 6.22 - 045 4
e 1.27 BSC .050 BSC
L | 13.46 | 1410 || 530 | 555
L1 - 1.65 - 065 | 4
L2 - 6.35 - 250
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03/30/07 The Package Outline Drawing in this document supersedes all previously released drawings.








